HSL-32/1000 BoxProfile (Forward/Roof)

(This profile can be used for roof and wall)

DIRECTION OF LAY (UNILAY)
Direction of lay can be laid both ways, depending on
common wind direction.

OVERLAP ORIGINAL COILWIDTH 1220mm UNDERLAP
Cover Width 1000mm + 5
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(Purlin Bearer)

*** Minimum Roof Pitch 4° ***
*** We recommend laying away from the prevailing wind to reduce water capillary ***

*** We recommend using 0.7mm thickness for roofing ***

Permissible wind uplift (negative) loads in kN/m2 Permissible downward (positive) loads in kN/m2
deflection limit span/150 deflection limit span/200
(" Sheet Weight | Span Span (mm) ) (" Sheet Weight | Span Span (mm) )
Thickness | kg/m2  {Condition | 1000 | 1200 | 1400 | 1600 | 1800 | 2000 | 2200 | 2400 Thickness | kg/m2 | Condition | 1000 | 1200 | 1400 | 1600 | 1800 | 2000 | 2200 | 2400
Single | 501 | 340 | 246 | 186 | 145 | 107 | 080 | - Single | 390 | 2.65 | 1.92 | 145 | 111 | 080 | - -
0.50mm | 480 | Double | 276 | 2.03 | 156 | 124 | 101 | 0.84 - - 0.50mm | 480 | Double | 3.13 | 234 | 1.82 | 146 | 119 | 1.00 | 0.84 -
Multi | 338 | 250 | 193 | 153 | 125 | 1.03 | 087 | 075 Multi | 3.80 | 285 | 222 | 178 | 146 | 122 | 099 | 076
Single | 7.31 | 496 | 359 | 271 | 198 | 142 | 1.06 | 0.81 Single | 6.20 | 421 | 3.04 | 214 | 148 | 107 | 080 | -
0.70mm 625 | Double | 448 | 330 | 2.53 | 2.00 | 163 | 135 | 1.14 | 097 0.70mm | 625 | Double | 489 | 363 | 2.81 | 2.24 | 1.82 | 152 | 128 | 1.01
\ Multi | 550 | 406 | 312 | 247 | 200 | 167 | 141 | 120 \_ Multi | 5.97 | 445 | 344 | 275 | 224 | 178 | 133 | 1.01)

Declaration of performance and full CE labelling available upon request!



